
NEMA Type 3 Screw Cover  
Screw Cover Gasketed Box 

Application 
♦ Intended for outdoor use 
♦ Provides protection against windblown dust and 

windblown rain 

Construction 
♦ 16, 14 or 12 gauge steel 
♦ Flanged removable cover fastened with stainless steel 

screws 
♦ Seams continuously welded and ground smooth 
♦ Oil resistant gasket & adhesive 
♦ Grounding stud on inside of enclosure 
♦ External mounting feet 
♦ No holes or knockouts 
♦ Optional back panel 

Finish 
♦ ANSI 61 gray polyester powder coating inside and out 

over phosphatized surfaces 
♦ Optional inner panel is white powder coat 

Standards 
♦ UL 508 Type 3 & 12 
♦ NEMA Type 3 & 12 
♦ IEC 60529, IP66 

Modification and Options 
◊ Enclosure height, width, and depth 
◊ Back panel 
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Enclosure 
Catalog Number 

Body 
Gauge 

Size 
HxWxD 

Enclosure 
Catalog Number 

Body 
Gauge 

Size 
HxWxD 

 

MCF-N3-241206-SC 16 24x12x6 MCF-N3-242012-SC 14 24x20x12  

MCF-N3-242006-SC 16 24x20x6 MCF-N3-242412-SC 14 24x24x12  

MCF-N3-242406-SC 16 24x24x6 MCF-N3-362412-SC 14 36x24x12  

MCF-N3-362406-SC 14 36x24x6 MCF-N3-363612-SC 12 36x36x12  

MCF-N3-241208-SC 16 24x12x8 MCF-N3-482412-SC 12 48x24x12  

MCF-N3-242008-SC 14 24x20x8 MCF-N3-483612-SC 12 48x36x12  

MCF-N3-242408-SC 14 24x24x8 MCF-N3-483616-SC 12 48x36x16  

MCF-N3-362408-SC 14 36x24x8 MCF-N3-483624-SC 12 48x36x24  

MCF-N3-SC 




